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BHARAT COKING COAL LIMITED

QUALITY CONTROL DEPARTMENT
'KOYLA BHAWAN, KOYLA NAGAR
DHANBAD-826005, JHARKHAND
Phone: EPABX-2230028-29, 2230133-149
2230200
FAX: 2230195

Ref .No. BCCL/GM(QC)/F-99/17/ 2 65 Dated23.03.2017
Regd. Office: Koyla Bhawan

P.0. BCCL Township,
Koyla Nagar, Dhanbad

ANNUAL GRADE DECLARATION FOR 2017-18

In pursuance of provisions of sub-rule (2) of Rule 4 of Colliery Control Rules, 2004
und sub-rule (2) of Rule 18 B of Coal Mines (Conservation & Development) Amendment
Rules, 2011, Government of India, I being the competent authority of the Company, hereby
declare the Grade/Quality of the coal seams being worked at different collieries of Bharat
Coking Coal Limited for the year 2017-18 to be effective from 00’ Hrs of 01.04.2017 in’
supersession of all previous declaration, as per details enclosed.

Fnel: As above.
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General Manager, (QC), CIL, Kolkata.

General Manager (S&M), CIL, New Delhi.

General Manager (Washery Divn.), Saraidhela, Dhanbad.
General Manager (P&P), Koyla Bhawan, Dhanbad.-
General Manager (Co-ord.), Koyla Bhawan, Dhanbad.
General Manager (S&M), Koyla Bhawan, Dhanbad.
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GM/Chief Engineer (Fuel), HQ: DVC (Kolkata), WBPDCL (Kolkata), UPRVUNL
(Lucknow), NTPC (New Delhi), CESC (Kolkata), NFL (Noida), BPSCL (Bokaro),
DPL (Durgapur), HPGCL (Panchkula), PSPCL (Patiala).

Chief Engineer-Bokaro TPS/ Chandrapura TPS/ Durgapur TPS/ Durgapur Steel TPS/
Mejia TPS/ Harduaganj TPS/ Paricha TPS/ Panki TPS/ Guru Nanak Dev TPS/

Ropar TPS/ Panipat TPS/ Unchahar TPS/ Kolaghat TPS/ Santaldih TPS/ Bandel TPS/
Sagardighi TPS/ Bakreswar TPS/ Farakka TPS/ Kanti TPS/ Hissar TPS/ Jhajjar TPS/
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- Supply Corporation.

Chief Engineer, NFL/Panipat/Bhatinda/Nangal Dam.
All Executives, QC Deptt, Koyla Bhawan
Office Copy.
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AREA- BARORA

BL.NO. COLLIERY/MINE SEAM WORKING SEC. SIZE GRADE FOR
THICKNESS (MTS) 201718
!  DAMODA
OLD GHUTWAY OCP i 232 ROM G-7
i 071 : ROM W-Iv
2 MURAIDIH .
MURAIDIH OCP VIV (COMB) 25.35 STEAM W-ii
ROM G-9
3 PHULARITAND
PHULARITAND VIVINIL (COMB) 25.70 ROM W-IV
(OCP)
ocp VHI (A) 3.08 ~ STEAM W-li
ROM W-IvV
PURE BENEDIH INC. i 3.00 ROM G-10




AREA- BLOCK-Il
8L.NO. COLLIERY/MINE SEAM WORKING SEC.  SIZE  GRADE FOR
THICKNESS (MTS) 2017-18

1 AMALGAMATED BLOCK-Il OCP MINE VAVIVII (COMB) 24.00 STEAM WA

. ROM W-IV

IX/X 9.62 TO 10.00 ROM W-IV

IVVAIVIL (COMB) 35.18 STEAM W-HHl

ROM G-8
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AREA- WESTERN JHARIA
8L.NO. COLLIERY/MINE SEAM WORKING SEC. SIZE GRADE FOR
THICKNESS (MTS) 2017-18
| LOHAPATTY :
16/17 INC. Xll, PATHERGORIA 'B' 2.20 STEAM  W-II (P)
ROM W
¢  MOONIDIH PROJ.
SHAFT 1 &2 VIT 240TO 2.60 ROM W-li




AREA- GOVINDPUR

BL.NO. COLLIERY/MINE SEAM WORKING SEC. SIZE GRADE FOR
THICKNESS (MTS) 2017-18
i MAHESHPUR
9 SEAM BOT (S) 1XB 3.00 STEAM W-IV (P)
ROM WAV
?  KHARKHAREE
12 PIT XV 3.00 STEAM WHV (P)
ROM W-IV
1 NEW AKASHKINAREE
3 SEAM INC. 1l 3.00 STEAM WHIV
_ ROM W-IV
! ocp VIVIVII (COMB) 28.70 STEAM Wl
ROM WAV
1 SEAM INC. I 2.40 STEAM W-IV (P)
v ROM CWHIV
ocp IX 3.65 STEAM W-1V (P)
ROM WiV
4  BLOCK-lV
3 SEAM INC. Al 3.00 STEAM G-7
ROM G9
OcP VIV (COMB) 30.02 STEAM Wil
: ROM . W-IV
10 SEAM OCP 1X 7.48 ROM WAV
8 JOGIDIH _
2/1 INC. i 2.60 STEAM W-I|
ROM W-IV
& GOVINDPUR
1/2 INC. Il 3.00 STEAM WV
' ROM G-8




AREA- KATRAS
8L.NO, COLLIERY/MINE SEAM WORKING SEC. SIZE  GRADE FOR
THICKNESS (MTS) 2017-18
! AKWM.
(AMALGAMATED KESHALPUR &
WEST MUDIDIH)
2 INCL. Il (B) 4.20 ROM W-IV
ocP Vil 1.80 STEAM W-III
ROM W-IV
ocP VIl A 3.00 STEAM W=l
ROM W-IV
oCP Vil 4.80 STEAM Wil
ROM W-IV
ocP v 16.25 ROM W-IV
/ ocp VI 9.00 TO 10.00 STEAM W-Iil
ROM W-IV
i BALANPUR
5 SEAM INCL. IV (B) 3.00 ROM WAV
3 KATRAS CHOITUDIH ‘
OCP XV (Top)/Geo XVI C 2.40 ROM Wil
XV (Bottom)/Geo XVi B 1.80 ROM W-I
XV A/Geo XVI E 1.24 ROM W-IIi
(15 A Seam)
4  GASLITAND
ocP XV (T) & XV (B) COMB 2.55 EACH ROM ST
ocp XIV & XIli COMB 7.00 & 3.80 ROM STl
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AREA- SIJUA
#L NO. COLLIERY/MINE SEAM WORKING SEC. SIZE GRADE FOR
THICKNESS (MTS) 2017-18
! TETULMARI
PST 2 INCL. I1(B) 3.00 ROM G-7
OCP 4 SEAM v 13.70 ROM W-Iv
OCP V/VI SEAM VAV 9.30 STEAM W=V
ROM W-IV
ocp VIl A 2.60 ROM W-V
Vil 5.10 ROM W-IV
Y 3.60 ROM G-8
2 SENDRA BANSJORA
ocep V| 5.79 STEAM W-III
/ ROM W-IV
3 NICHITPUR
oce 1l 9.14 STEAM W-IV
' ROM W-IV
oce il 3.96 STEAM W=l
ROM W-IV
4  MUDIDIH
118 INCL Vi 3.00 ROM C WAL
%  KANKANEE _
ocp XIV (FIRE ZONE) 8.52 ROM ST-Hl
XIV (NON-FIRE ZONE) 8.52 ROM ST
Xl (FIRE ZONE) 6.70 ROM Wil
XIIl (NON-FIRE ZONE) 6.70 ROM ST-Il
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AREA- KUSUNDA
81..NO. COLLIERY/MINE SEAM WORKING SEC. SIZE  GRADE FOR
THICKNESS (MTS) 2017-18
| EAST BASSURIA
OCP PATCH B IV (T) 4.59 ROM G-10
IV (B) 5.02 ROM G9
it 3.66 ROM G-6
7 AMALGAMATED DHANSAR-
INDUSTRY COLLIERY
AREA H OCP VVINIIVII (COMB) 18.90 STEAM G-8 (P)
ROM G8
3 NEW GODHUR KUSUNDA
/ (NGKC)
GODHUR
OODHUR OCP VNIV (COMB) 17.90 STEAM W-IV (P)
16 QUARRY ROM WV
KUSUNDA
OGP AREA C X 14.79 ROM W-IV
OCP AREA A VNINVIIVIIL (COMB) 18.97 STEAM WV (P)
ROM WAV
4 QONDUDIH-KHAS KUSUNDA
(GKKC)
GONDUDIH
QUARRY Vil 8.26 STEAM W-IV (P)
ROM WAV
QUARRY VI 5.08 ROM W-IV
QUARRY I 10.37 STEAM G7
ROM G-10
QUARRY i 4.10 STEAM G6
ROM G8
GONDUDIH OCP IV (T) 3.17 STEAM G-8
ROM G8
IV (B) 3.34 ROM G7
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AREA- POOTKEE BALIHARI
8L NO. COLLIERY/MINE SEAM WORKING SEC. SIZE GRADE FOR
THICKNESS (MTS) 2017-18
{  GOPALICHUCK
2PIT (K)/ 4 PIT (WG) X 7.00 ROM W-|
7 BALIHARI (
10112 PIT XV 2.80 ROM ST-I (DF)
/7 PIT XUXil 3.00 ROM W-| (DF)
1 BHAGABAND
BHAGABAND SEC. XV 3.00 ROM ST-1 (DF)
4  P.B. PROJECT ‘
/ 18I PIT Xl 3.00 ROM W-I (DF)
I&1PIT Xil 3.00 ROM - STHI(DF)
A  BIMLABAHAL
24 PIT XB 2.70 ROM W-II
XM 270 ROM WHI
NLW PIT XX 3.00 ROM WHII
{RHALGORA) :
& KENDWADIH
oeP XV 579 ROM ST-Il
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AREA- BASTACOLLA
ITL,NO. COLLIERY/MINE SEAM WORKING SEC. SIZE GRADE FOR
THICKNESS (MTS) 201718
1 BASTACOLLA
CHANDMAR! SECTION _
WPIT I (B) 450 STEAM W-H (P)
ROM W-Ii
VICTORY SECTION
1PIT 11(B) 3.00 STEAM W-IlI
ROM W-IV
2017 Hi (B) 3.00 STEAM WHII
ROM W-Iv
7 BERA
/ ocp 1 (B) 6.70 STEAM W-IlI
: ROM W-IV
1 DOBARI
oep I 4.80 ROM W-II
I (B) 2.50 TO 3.50 ROM G-5
Hi(T) 4.80 ROM W-IV
1l (B) 6.40 STEAM Wl
ROM W-IV
v (B) 5.00 ROM" G-9
4  OHANOODIH
oce VNVINHINII 16.20 STEAM W-lII (P)
ROM W-III
A KUYA
ocp Il (T&B) 14.35 STEAM (AT
ROM W-IV
V() 336 ROM G-8
IV (B) 3.97 ROM G-7
&  ROCP/S. JHARIA VIIVIHE (COMB) 15.60 (FULL) STEAM W-HI (P)
ROM

W-II
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AREA- LODNA
ELNO. COLLIERY/MINE SEAM WORKING SEC. SIZE  GRADE FOR
THICKNESS (MTS) 2017-18
1 AMALGAMATED NTST- JEENAGORA
COLLIERY
AMALGAMATED NORTH TISRA
AND SOUTH TISRA COLLIERY
8. TISRA
OCP (N. TISRA & S. TISRA) I 14.37 STEAM VAT
: ROM G-8
ocp IV (B) 6.40 STEAM WAV
_ ROM G-8
oce IV (T) 6.10 ROM G-9
/ ocp Il (FULL) 453 ROM G5
oce VVINII 15.39 STEAM Wit
ROM W-IV
JEENAGORA
JEENAGORA OCP VIVINII (COMB) 11.80 STEAM W-IV (P)
ROM WAV
oep Il 11.02 STEAM WHII
ROM - WV
i BARAREE
8P Vil (B) 3.00 STEAM WHIV (P)
ROM WAV
1 KUJAMA
KUJAMA COLLIERY IXIX ROM WHI

(OCP)

13.99
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1
AREA- EASTERN JHARIA
Eﬂc‘), COLLIERY/MINE SEAM WORKING SEC. SIZE  GRADE FOR
THICKNESS (MTS) 2017-18
! BHOWRAH NORTH
23/8 INCL. VI 2.40 ~ STEAM W-II (P)
ROM W-II
7  BHOWRAH SOUTH
I8 INC. IV (T) 3.00 - ROM W-IV
3HIT OCP XIv 9.75 ROM ST-ll (DF)
XIH 2.65 ROM W-i
XI/XH 5.60 ROM W-II
IX/X 16.25 STEAM W-I
ROM W-II
/
3 ABPC.
(AMALGAMATED SUDAMDIH-
PATHERDIH COLLIERY)
GHANDAN PROJECT
C:HANDAN OGP 1 (B) 8.40 TO 10.50 ROM W-IiI
(PATHERDIH) ITAM 5.50 TO 9.50 ROM W-IV
n 311TO4.80 ~ ROM W-IV




AREA- CHANCH VICTORIA

12

GRADE FOR

[‘L.NO. COLLIERY/MINE SEAM WORKING SEC. SIZE
THICKNESS (MTS) 201718
| BABANTIMATA
19/20 INC. BRINDABANPUR 3.00 STEAM G4
"ROM . G7
7  DAHIBARI
ocp KALIMATI 12.00 STEAM G-5
' ROM G-6
DAHIBARI OCP GOPINATHPUR (B) 11.90 STEAM G-7
ROM G-8
# DAMAGORIA
OCP BORIRA PATCH LAIKDIH (TOP) 1.75 ROM W-li
LAIKDIH (MIDDLE) 1.30 ROM W-ll
LAIKDIH (B) 47570 9.85 ROM W-II
L-10 1.40 ROM W-I
SALANPUR-C 6.15 ROM W-I
SALANPUR-D 3.95 ROM G-6 (SLV)
C.HAPTORIA OC L-11 0.87 ROM W-HI
L-10 1.10 ROM LW
SALANPUR-C 2.38 STEAM W-II (P)
ROM W-II
SALANPUR-C (BOTTOM) 4.76 STEAM  G-7(P) (SLV)
ROM G-7 (SLV)
SALANPUR-D (TOP) 2.15 STEAM  G-12 (P) (SLV)
ROM G-12 (SLV)
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GRADE _CLASSIFICATION TABLE

NON COKING COAL:

Grade of Coal Gross Calorific Value bands for Non-Coking coals
: (In Kilo calories/Kilogram)
Gl Above 7000
Q2 6701 to 7000
G3 6401 to 6700
G4 6101 to 6400
G5 ~ 5801 to 6100
G6 ’ ‘ 5501 to 5800
G7 ' 5201 to 5500
G8 4901 to 5200
G9 . 4601 to 4900
G10 ' 4301 to 4600
Gl 4001 to 4300
G12 3701 to 4000
G13 3401 to0 3700
G14 3101 to 3400 -
G15 2801 to 3100
G16 ‘ | 2501 to 2800
G17 2201 to 2500

Urosx Calorific Value (GCV) determination should be carried out in any calibrated combustion
Homb Calorimeter, in accordance with procedure laid down in IS: 1350(Part-II) 1970 dated April
1971 or any subsequent revision thereof, in consonance with MOC's Gazette Notification No.
32021/1/2008-CRC-1I Dt. 16.01 2012, regarding switch over from UHV to GCV and reporting
ol much results should be done on equilibrated basis (sample equilibrated at 40C and 60%
Relative Humidity). |

"GIROSS CALORIFIC VALUE” is calculated by CFRI formula using the value of M & A as
fullows. (1ligh Moisture more than 2 %)

Gey = 154 {100 —(M+ 1.1 A)} — 108 M

1.8
' Where GOV = Gross Calorific Value in Kilo Calories/Kg.
A = Ash %

M = Moisture %
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IN CASE OF MOISTURE LESS THAN 2%,

GV = 165 F+ 136(VM —-0.1 A)— 108 M
1.8
Where F = Fixed Carbon %
VM = Volatile Matter %
A = Ash %
M = Moisture %

F, VM. A and M above shall be determined in accordance with the relevant clauses of Indian
Rtandurd specification No:- 1.S: 1350-1959 and be calculated after equilibrating at 60% relative
humidity and 40°C temperature vide clause no. 11.3 of the same Indian standard specification.

LUCY 1O URV
UHYV = 1.466Q + 75.4 M -3645

" Where Q = Gross Calorific Value in Kcal/Kg.
M = ~ Moisture %

(All the values expressed at equilibrated condition i.e. at 60% RH and 40°C temperature)

COKING COAL

SL. NO. . GRADE ASH %
1 Steel — 1 Upto 15
2 Steel — I Exceeding 15 upto 18
3 Washery — 1 Exceeding 18 upto 21
4 Washery — II Exceeding 21 upto 24
5 Washery — III Exceeding 24 upto 28
6 Washery — IV Exceeding 28 upto 35
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TECHNICAL DETAILS

(A)  For proximate analysis: The coal is grounded to 212 microns IS-Sieve and equilibrated
in un utmosphere of 40°C and 60 % R_H. »

(1Y) For determination of inherent moisture percent: One gram of laboratory sample is
tuken and heated in an air oven at a temperature of 108°C + 2°C for one and half to two hours.

(')  For determination of Ash percent: One gram of laboratory sample is taken in silica
dinh und is heated at 815°C + 10°C in muffle furnace for a period of one hour.

(1M Unit Coal: It is the pure coal substance free from moisture and mineral matter. For most
- Indinn coal the amount of pure or unit coal present in 100 parts of raw coal is given by the
- expression:- 100-(M + 1.1A) ,

M- Moisture %.
A~ Ash % in the coal “as received " basis.

(1) Gross and Net Calorific Value: Gross C V or “Upper heating value” is the CV in
Inboratory conditions. Net CV or “lower heating value” or “Net Effective Calories” NEC is the
unetul calorific value in boiler plant. The difference is essentially the latent heat of the water
vapor produced. ‘

() Conversion-Gross/Net (for As Received figures)

K. Cal /kg. Net CV = Gross C V—50.6 H — 5.83M -0.1670
where, M is % Moisture, H is % Hydrogen, O is % Oxygen
(From ultimate analysis, also as received)

(t1)  Definitions:
As Received (AR) @ Includes Total Moisture (TM)
Air Dried (AD) : Includes Inherent Moisture (IM) onily
Iy Basis (DB) : Excludes all Moisture.
ry Ash Free (DAF): Excludes all Moisture & Ash

() TOLERANCE LIMIT: As per IS : 1350 (Part-1)1969

() Moisture: As per clause no. 6.6.5 the results of duplicate determinations shall agree
within the following limits.

Molsture Percent e Precision ---~---emee—--

Within laboratory  Between laboratories
tipo 3.0 + 0.1 units +0.2 units

Over 1.0 + 3.0 percent +6.0 percent

of the result. of the result.
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() Ash: As per clause no. 8.4 the results of duplicate determinations should agree within
the following limits; '

Ash | e Precision ------meumem--
Within laboratory Between laboratories
Upto 10% £0.2 units +0.4 units
Over 10% +2% of the result +3% of the result

(H LONG FLAME: Long flame coal shall be defined by the parameters as laid down in
F'able 2 of Indian Standard Specification No. IS: 770-1964 general classification of coal
(Revised) .

The relevant part is extracted below:

Giroup Volatile matter (%) Range of Gross C.V. Range of air dried

(Unit Coal Basis) in K.Cal/ Kg Moisture percent
(Unit coal basis) at 60 % RH, 40°C
(Mineral Free
Coal Basis)
4 Over 32 8060 to 8440 3to7
s Over 32 7500 to 8060 7to 14

The determination of volatile matter and moisture shall be carried out on coal samples as per

procedure laid down in Indian Standard specification No. 1350 (Part-I) 1984. Determination of
gross calorific value shall be carried out in accordance with procedure laid in IS, 1350 (Part-II)
1970 dated April, 19710r any subsequent revision thereof,
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LIST OF SIDINGS OF BCCL

81.| NAME OF NAME SDG. | SL. [ NAME NAME OF SDG.
No. AREA OF SL. |[NO.| OF SIDING SL.
SIDING NO. AREA NO.
| | BARORA NL(B) 1 [10] CcVv NLOCP 23
. | BARORA (W) | 2 | DAMAGORIA | 24
KKC (Link ) 3 | 11 | CCWO | MAHUDA-W/C | 25
, : BJ-I 4 MAHUDA-M/C | 26
2 | BLOCK-II | KKC(Main) | 5 MOONIDIH-M/C | 27
MOONIDIH-W/C | 28
KESSURGARH | 6 DUGDA-W/C 29
3 | GOVINDPUR NL(G) 7 DUGDA-M/C 30
SL-G 8 | SUDAMDIH- | 31
W/C
4 | KATRAS LAKARKA 9 SUDAMDIH- 32
' M/C
SHUA 10 BHOJUDIH-W/C | 33
S SIIUA KANKANEE | 11 BHOJUDIH-M/C | 34
GRR 12 MADHUBAN- | 35
| NCW
BZS 13 | PATHERDIH- 36
w/C
JOGTA 14 | PATHERDIH- | 37
| M/C -
6 | KUSUNDA KDS(K) 15
KDS-II 16
7 P.B BURRAGARH | 17
8 | BASTACOLA | C.K(WEST) | 18
BNR-7 19 TOTAL THIRTY SEVEN SIDING
9 LODNA GOL(6) 20
GOL(9) 21
C.K.(EAST) | 22




